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‘%\uafity That Lasts
~

The superior quality of Huebsch washer-
extractors starts with our strong industrial
frames that weigh almost as much as most
competitor's complete machines. The structural
steel is the same rugged material used in the
construction of bridges and skyscrapers. All-
welded construction is used with no riveted
or bolted connections.

The simple design of our = —9 £y
i B . L - - :
. direct V-belt drive sys- At ' '
Today’s coin laundry needs are tem eliminates high
maintenance nuisance
ever-changing, but your need for problems such as
clutches, jackshafts and

reliability and durability remains transmissions. Count on
low service costs, high

constant. That’s why Huebsch efficiency and long life.

Huebsch’'s heavy-duty bearings ensure
long-term trouble-free performance. Two
double-lip seals provide four sealing surfaces
which isolate the bearings from the wash
load for absolute protection.

washer-extractors arve such an
important addition to your laundry.
Their larger size provides an easy
solution for customers with over-
sized items, and their superior

quality and reliable performance

add to the profitability of your
While high quality internal components

coin Iaundry. ensure vears of reliable service, rugged exterior
panels form the protective shell of Huebsch
washer-extractors. The components and panels
used in Huebsch equipment are the result of
demanding in-house testing to make certain
they stand up to the rough demands of a
commercial laundry.




\CDHTJ enience ‘\\user-P riendly Control

Huebsch's cycle indicator tells The customer acceptance of our traditional

customers at a glance which wash “electromechanical” timer models is

or rinse step is being executed. second to none. These models offer simple

| The wash cycle provided by push-button operation for maximum user
these t1mn=r—cantmlled machines provides a friendliness, and they also offer owners
pre-wash, wash, and three rinses. The top- selected cycle options to help reduce water

quality wash delivered by these machines and energy usage.
will keep customers coming back. .

The bigger the door, the easier the loading
and unloading. Our large stainless steel '
door opens wide and seals Electromechanical Control
tight! Our rugged door
lock mechanism and

Our digital coin meter allows

stainless steel door han- : \ i
dle are testimony yvou to easily change vend
that these washers will prices, and the countdown Ll &

‘ ' ' . display shows customers !
stand-up to vears of use in !

oy .U e that their coins have been
the toughest environments.
accepted. Digital Coin Meter

A self-cleaning, easy-to-use automatic supply
dispenser allows your customers to add p u

detergents, softeners, etc., = ¢ nmatched Wﬂffﬂﬂfy
when the machine is ' i '

started. Three compart-
ments are clearly marked
and identified with easy-
to-follow instructions. C

At Huebsch, we're so confident that our
quality washer-extractors are built to last,
we offer a THREE-vear warranty* on the
entire machine. The frame, cvlinder, shaft,
bearings and seals are under warranty for

Our state-of-the-art electronic controls are FIVE years.” year limited
protected from dirt and moisture by a safety o Parond s Tl o warranty’
cover. Should servicing become necessary, i;lj d":lr’é; Hu:;ﬁh

control modules are i cadiis. Warranty Bond for specifics,

interchangeable,

allowing for quick
trouble-shoot-
ing and parts
compatibility.

- M ade In The USA

Huebsch washer-extractors are manufactured
in Ripon, Wisconsin, USA and are sold and

supported by top quality distributors world-
wide.




HC20-60 Ib Coin-Operated Washer-Extractor Specifications

HC Models HC20 HC25 HCH0 HC40 HCH0

Capacity - b (kg 20 (% 25 (11.3) 30 (13.6) 40 (18) 60 (27)

Overall Width - in {mm) 267 ( 6AD) 267 (6600 297 (730 30 5/8" (TTR) 34 1167 (BA5)

Overall Depth - in {mm)* 29 13/167 (757) 33 13/16' (8590 4 13/16° (884) 407 (1016) 42 15/167 (1091)

Overall Height - in {mm) 42 7/8" (1083 44 7/8" (11400 45 7/8" (1165) 47 174" (12000 50 13716" (1291)

Cylinder Diameter - in (mm) | 21" (533) 21" (533 247 (610 26 1/4" (66T 3 (762)

Cylinder Depth - in {mm) 13 354" (M9 18 3/4" (457 167 { 4060 20 1/4" (514 27 (559)

Cylinder Volume - cu. ft (liters) | 2.7 (78.1) 376 (106) 4.19 (118} 6.34 (1800 9l (255

Door Opening Size - in (mm) | 11 5787 (235) 11 5/8" (295) 14 117327 (364) 16 14" (413) 16 14" (413)

Door Botiom T Floor - in fmad| 14 378 (365) 14 3/8" (365) 147 { 356) 14 1/2" (368) 19 (381)

Wash Speed - RPM 57 57 49 51 44

Distribution Spesd - RPM MfA N/ MfA N/ NiA

Extract Speed - REM 538 5339 d64 491 )

Extract G-Force a3.1 835 733 B9A 38

Water Inlet Connection -in fmm))| 3/4" (19) 347 (19) 34" (19) 347 (19) 34" (19)

Steam Inlet - in {mm) 127 (13 127 (1%) 127 (13 127 (1%) 12 (13)

Dirain Diameter - in (mm) (55 2 (52) (55 3 (T (76}

Dimin Height To Floor- in fmm| 4 1/27 (114) 41727 (114) 4" (100 4 347 (1210 5 (127)

Motor Size - hp (kw) W[ 151D 33 19 34 1A R 55 (A1
E [.74L5m 14 (LD L. (1) 18 (L3 27 (200

Voltage/Hz, P hase B | 120/60F1 * 20-16 WA N/A A A

+ circuit Breaker - Fh | © | 380-415750/3 + 15-4 | 380-415/50/3 + 15-4 | 380-415/50/3 + 15-4 | 380-415/50/3 » 15-5 | 380-415/50'3 *+ 154
D | 220-240/50/% * 15-% | 220-240/50/% * 15-6 | 220-200/50/3 * 156 | 200-240y50/3 * 15-8 | 2a0-240/ 50,3 = 20-7
E | 220-240/50/1 * 20-10 | 220-240/5071 * 20-10 | 220-240/50/1 + 20-10 | NjA NiA
J | 2503 = 15-3 200/50/3 + 15-5 200503 = 215-5 200/50/3 + 20-8 200/50/3 = 20-8
OF] 208-240/60,% * 15-5 | 20B-240/6073 * 15-6 | 208-200/60/3 * 157 | 208-240/G0/3 * A-7 | 20R-240/60/% * 20-10
B NA N/A N/A 024y 06013 * 159
¥ | 206-240/60/1 * 15-10 | 20824076071 * 20-10 | 208-290/60/1 * 20-10 | 208-240v60/1 * W14 | WA

Shipping Dimensions H [ 51" (1295 53 1,2 (13590 23 172" (1359) 56 12" (1422) 8 127 (1486)

Appro. - in {mm) W | 2% (73T 29 (737) 0. 172 (774 32 (AL3) 3 (914)
D [ 32 172" (A26) 36 1/4" (9210 37 12 (53 417 (10410 12 (1130

Net Weight - b (kg 353 (1600 427 (193 496 (225) 686 (3110 H11 (368)

Shipping Weight - I (ke 373 (169 448 (20%) 519 (235) 710 (322) HIA (3800

Export Shipping Weight -Ib ke | 461 (209) 536 (243) 00 {272) 810 (367 047 (430)

Agency Approvals=s ETL, ETLe, O ETL, ETLc, CF ETL, ETLe, O ETL, ETLc, CF ETL, ETIc, CE

* werall depth inchodes drain pipe and door bandls

AHOT-214

= seanadand domeste wolkage 208- M0G0 3. Qiroak breaer and amp draw data shown & fir standasd woliage models withot sty hex Corsalk factory for

ofer configun Gors. Man afachaer sty oo ends kg, 4 clooult breaker mstesd of fmes Use 3-pole ciroak beakes fl.‘:'i-p{'ﬂ! machies.
e gpenyy approvals oy vasy depending on confignrim Conenk facory for detals S%am cmpecion Bgaies 11O NPT

Ihae i connois product mprovemens, desian and specBies s sulsect o change withoo! noSee. The guall iy maragement systems af all Alnoee
Lty Systerre manufactodn g fellies 4@ regsered & 150 0012000 compliant

I Coppright 2007 Aliznce Laondry Spstems LLC

Printad in the T34

Printed on paper mamafacoe d wih virgn palp fom ceried
sourrces and 4 minimiom of 1% post- consamer recoverad Bher

Alliance Laundry Svstems, Shepard Street, Ripon, W1 54971 Telephone: 1-800-553-5120




HC20-80 Ib A-Micro Coin-Operated Washer-Extractor Specifications

HC Models HC20 HC25 HCH) HC40 HCH0 HCS0
Capacity - Ib {kg) 20 (9) 25 (1133 3 (1360 4 (18] & (27 B (36)
oOverall Width - in (mm) 267 (G 267 (G 297 {737 3 587 (TTH) 34 116" (865 41 1/27 (1054)
overall Depth® -in {mm 29 1% 16" (757 33 13/16" (859) 34 1¥16" (884) 407 (1D16) 42 15716" (10910 527 (13213
overall Height »in {mm) 42 7/8" (108F) 4 7/8" (11400 45 T/8" (1165) 47 1/4" (12000 50 1%16" (1291) 56 T/8" (14440
Cylinder Diameter - in {mm) 21" (533 A" (533) 24" (6100 26 147 (66T 30" (762) 36" {916)
Cylinder Depth - in {mm) 13 3/4" (3490 18 3/4" (4570 167 (406 20 147 (514) 227 (5590 227 (559
Cylinder Volume - cu. fi. (liters) 2.76 (781D A76 (106) 4.19 (118} 6.34 (1800 @.0 (2550 12.4(354)
Door Opening Size » in (mm) 11 5/8" (295) 11 5/8" (295) 14 11732" { 364) 16 14" (415 16 14" (415 18 1/2" (4700
Door Bottom to Floor - in {mm) 14 3/8" (385) 14 3/8" (365) 14" (356) 14 1/2" (368 15" (381) 17 3/4" (4510
Distribution Speed (RPM) NiA NA NA NA NA 63
2-speed| 57 5 EE] 51 44 NA
b Vapead| 52 WA 72 Ers Ers 0
Extract Speed - RPM 2-speed) 528 529 A 491 469 L
Vapeed | 686 NA G8h 613 574 524
G-Force Factor 2-speed | 83.1 N 733 BRE S35 WA
Vspesd | 140 NiA 140 140 140 4085, 140
Water Inlet Connection - in {mm) 3740 (190 34" (19 34 (190 34 (190 34 (190 34 (190
Steam Inlet Conmection - in {mm) 1727 (13) Y2 (1% 172 (13) 172 (13) 172 (13) 172 (13)
Dirain Connection Size - in (mm) 2" (52) 2 (52 2 (52) 3" (76) 3" (76) 3" (76)
Dirain Height To Floor - in {num) 4 1/27 (114 41727 (1140 4 (100 434" (121 5 (127 5 34" (146)
Motor hp (kw) Wash 2-speed 15 10 25 .19) 2‘?' (.18} .‘i:_}{,_'.-u) 55 (410 :w:.:.
Vapeed | N A NA NA NA NA NA
Zspeed| .74 (55 14 (1.0 134 (1) 18 (L3 27 (201) NA
Motor hp Extract
p Vapeed|1 (75 NA 1075 23 (L7 29(22) 5(3.7%
Volage Hz, Phase B 120,/60/1 = 20-16 NA NA NA NA NA
* Circuit Breaker - FLA C 380-415/50/3 = 154 3B0-415/503 « 15-4 380-415/50,/3= 15-4 | 3B0-415/50/3 = 15-5 | I80-415/50/3+ 15-4 | NA
D [z20-240/50/3+ 154 | 200-240/50¢3 « 1546 | 220-240/50/3+ 15-6 | 220-240/50/3+15-8 | 220-240/50/3 207 [ A
E  [220-240/50/1 « 20-10 | 330-240/50¢1 « 20-10 | 220-240,/50/1 « 20-10 | N/A NiA NiA
J 200,'50/3 = 15-3 200,°50/3 = 15-5 200,50/3 = 15-5 200,/50/3 = 20-8 200,/50/3 = 20-8 NSA
O [ 208-240/60/ 3+ 155 | A08-240/60'F « 156 | 208-240/60, 3+ 15-7 | 208-240/60,3 + 20-7 | 208-248,/60,3 « 20-10 | N/A
P N/A NA NA 380-415/50-60/3 » 15-3 | 380-415,/50-60,'3 + 15-5 | 380-415,/50-60,'F » 15-4
Q| 20024050603 » 15-4| NfA 00240 5000/ » 155 | W24 506003 « 15-4 | AW-240° 50,60/ = 15-5 | 200-20,50/60,3 + 157
X [w/a NA NA NA AW-240,50501 3159 Na
Y [ 208-240/60/1 + 1510 | 208-240/60¢1 « 20-10 | 208-240,60,1 « 20-10 | 208-240,60,1 « 30-14 | N/A NA
shipping Dimensions H [517(1255) 53 1/27 (1359) 53 1/27 (1359 56 1/27 (1422) 58 1/27 (14860 62 1/27 (1588)
Approg. - in {mm) R = (730 30 1,/ (774 327 (813) 36" (914) 487 (12190
D [32 1/27 {828) 36 1/4" (9210 37 1/27 (958 417 (1041 44 1/27 (11300 567 (14220
Net Weight - b (kg 353 (160 427 (193) 496 (225) GA6 (311) 811 (368} 1346 (6100
shipping Weight - I {kgh 373 (1690 448 {203) 519 (235) L0 (322) B38 (380) 1420 { 6440
Export shipping Weight - Ib (kg 461 (209 536 {243 GO0 (272 A10 (367 4T (430 1545 (7010
Agency Approvals ETL, ELTc CE, ETL, ELTc CE, ETL, ELTc CE, ETL, ELTc CE, ETL, ELTc CE, ETL, ELTc CE,

* iverall depih mclades drain pipe and door bandle.
== standrd domesticyali ge 08-240/603. C o Rbeesier and amp dmwdata shown & for fandard voltage models wibost amliasy bea. Consalt facieryfor

ofher oo Bgnmiors. Marafa charer strangly ¢

\Einyg 4 cirokt beeaker nged of fses ke 3-palecima bretkers for 3-

wes hapriy appeovals oy vary depending on configuration. Consalt faciosy for deta e 3team conme cion requires 137 NPT

Tae fo conin s paoda ot impenvemnen &=, design and specfies ms adbject to change wishou notice. The qua bty management sysems at sliance Laandry
Systeme mam Bcharing, Gt Fes are repstemd 45 150 900 L2000 compliant.

) Coppright 2007 Aliance Laondry Spetems LT
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\\USer-frfendly and Flexible

For ease of use, the A-Micro control provides
customers with six preset cycles and simple

push-button operation.
The status LEDs show

users how the cycle is

progressing. The main

display shows vend

price and time remaining. If necessary, the

preset cycles can be easily reprogrammed by
the owner to adjust to individual preferences
and/or market needs.







