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2| | EASE OF ELECTRICAL MAINTENANCE

View of Low Voltage Box,
located at front of the
machine.

P New innovative design now
provides Two Separate Voltage
Boxes — one for Low Voltage,
conveniently located at the front
of the machine, behind the Elite!!
Micro-Controller, readily
accessible through a “flip-up”
door panel — and one for High
Voltage, located at the back of
the machine.

View of High Voltage
Box, located at back
of the machine.

P Also NEW to the design - located inside
convenient, fast-connect, Separate Terminal Strip, furl.lqurd Chemical
Supply Control — for Easy Field Connections.

= Streamlined Single Motor Drive System
minimizes power consumption.

P Open-Pocket Cylinder is em- P Floataire® Suspension System allows
- " : bossed, not punched, for extra machine to "floal on air" to isolate
» Dry Zone Bearing smoothness. floor vibrations.

(DZB) Design

7 ») m Advanced, Integrated
Micro-Controller

Features:
= 16-button high-reliability
key pad for data entry
P A 4-line by 80 character vacuum
fluorescent display for easy readout
P Up to 128 different programmable formulas
P 8 standard automatic supply signals
b= 50 different chemicals may be inventoried
- Program display available in
various languages
P Optional network interface capabilities
And many more features!

B Standard Liquid Supply
inlet with 6 connections.

WASHEXW)




FVS 450; 600; and 800 Floatairec
Variable-Speed End-Loading Washer/Extractor

B Engineered for maximum productivity at the
lowest cost per pound processed.

STANDARD FEATURES:

B Elite!! Micro-Controller with 128 different formulas,
including 10 preset formulas.

P Programmable, variable speed wash and extract.
P Single motor drive.
P Bi-directional breakers.

b Liquid supply manifold (with connections for up to
6 supplies plus flush).

b Dry Zone Bearing (DZB) design.
b Anti-siphon air gap.
Floataire® suspension system,
P PolyRinse (coaldown).
P Programmable water levels & temperatures.
P Smooth flow electric inlet valves.
P Gentle action for delicate textiles.
P Rear drain.
b Safety devices: door interlock and unbalance switch.
P Audible end-of-cycle alarm.
b Motor for 208, 240V, or 480/60/3 electrical service.

FVS model shown with optional
automatic, fronf-mounfed 5-Cup
Supply Dispenser.

OPTIONAL FEATURES:

b Automatic, front-mounted 5-Cup Supply Dispenser,
stainless steel with electro-polished finish.

B Shell insulation.

P Stainless steel front & side panels.
b Direct steam.

P Drain piped down,

P Water reuse:
1. Extra drain valve (fo rear only)
2. Extra inlet valve

P LAN Card or ArcNet Card for Washex Data Link®
communications package.

b Export or special electrical service for other than 208V,
240V, or 480V,

B Shipping / Crating;
1. Export crating
or

2. Export container handling.
B Paint (non-standard color).
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